
Metal roof and wall systems

Sandwich panels, profiled cladding, purlins and flashings as 

ready-made solutions for the construction of modern and high 

quality industrial buildings, sport centres, offices and homes. 

Product selector













1A PIR-foam wall panels

The PIR-foam panels supplied by SAB-profiel are distinguished by a combination of high insulation characteristics 

and low weight. The heat insulation value of PIR foam was established in accordance with the ISO 8301 standard 

(Report No. 039 8-L-00). This value includes a safety coefficient in accordance with the NEN 1068 standard. 

The seal in the joint can be easily compacted, and produces an excellent airtight seal under even the slightest 

compression. This greatly benefits the insulation value.

	 All PIR-foam models have an sound insulation value of 26 dB(A).

	 All PIR-foam panels supplied by SAB-profiel are free of hydro chlorofluorocarbons (HCFC’s).

	 PIR-foam sandwich elements fall into category B, S2, D0 according to the EN 13501 standard.
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Type Ribbing Thickness Weight • Rc U
Max. 

Length

LL PL M8L M16L GL mm kg/m² m²K/W W/m²K m

SAB W 40.1150 ¢ ¢ 40 11,64 1,72 0,53 9,0 ••

SAB W 60.1150 ¢ ¢ ¢ ¢ ¢ 60 12,44 2,63 0,36 12,0 ••

SAB W 80.1150 ¢ ¢ ¢ ¢ ¢ 80 13,24 3,53 0,27 12,0 ••

SAB W 100.1150 ¢ ¢ 100 14,04 4,44 0,22 15,0 ••

Sandwich panels PIR Wall Through fix

SAB W 40-60-80-100

•)   Weight with steel interior and exterior skins with gauges of 0.63 and 0.50 mm respectively.
••) Recommended maximum length, greater lengths may be available on request.
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Type Ribbing Thickness Weight • Rc U Max. Length

LL mm kg/m² m²K/W W/m²K m

SAB W 120.1150 ¢ 120 14,87 5,34 0,18 18,0 ••

SAB W 150.1150 ¢ 150 16,07 6,70 0,15 18,0 ••

SAB W 120-150

•)   Weight with steel interior and exterior skins with gauges of 0.63 and 0.50 mm respectively.
••) Recommended maximum length, greater lengths may be available on request.

Application in the food industry

The W 120-150 series of panels is ideally suited for use in the 

refrigerated food industry. A special Foodsafe coating (see also 

Chapter 7, Materials & Coatings) can also be applied to the panels 

for this application.

1)  Depending on the application apply sealing tape on the construction site.
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Type Ribbing Thickness Weight • Rc U
Max. 

Length

LL RL M8L M16L GL mm kg/m² m²K/W W/m² K m

SAB WB   60.1000 ¢ ¢ ¢ ¢ ¢ 60 12,60 2,63 0,36 12,0 ••

SAB WB   80.1000 ¢ ¢ ¢ ¢ ¢ 80 13,40 3,53 0,27 12,0 ••

SAB WB 100.1000 ¢ ¢ ¢ ¢ ¢ 100 14,02 4,44 0,22 15,0 ••

SAB WB 60-80-100

•)   �Weight with steel interior and exterior skins with gauges of 0.63 and 0.50 mm respectively.
••) Recommended maximum length, greater lengths may be available on request.
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Sandwich panels PIR Wall Secret fixed
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Type Ribbing Thickness Weight • Rc U Max. Length

TL mm kg/m² m²K/W W/m²K m

SAB W 75.1020 TL ¢ 75 12,76 2,85 0,33 15,0 ••

SAB W 95.1020 TL ¢ 95 13,55 3,71 0,26 15,0 ••

SAB W 75-95 TL

•)   Weight with steel interior and exterior skins with gauges of 0.63 and 0.50 mm respectively.
••) Recommended maximum length, greater lengths may be available on request.

Sandwich panels PIR Wall Special
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Type Ribbing Thickness Weight • Rc U Max. Length

SL mm kg/m² m²K/W W/m² K m

SAB W 80.1000 SL ¢ 80 13,91 3,12 0,30 15,0 ••

SAB W 80 SL

•)   Weight with steel interior and exterior skins with gauges of 0.63 and 0.50 mm respectively.
••) Recommended maximum length, greater lengths may be available on request.
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